6/20/20/13
USER:t jordan

12:15:17 PMI$PRF$
_PENTBLL

J:\2008030\20080300/9\322285\dgn\322285e90/. dgn STATE

PROJECT NUMBER SHEET NO. TOTAL SHEETS

GA

'\(//}

BREQQ-0153-0/(024) ALC EXir

wwwww

ﬁﬁﬁﬁﬁ
uuuuu
mmmmm
EEEEE
66666

mmmmm
wwwww

wwwww
wwwww

wwwww
NN o
sssss
e rag gy

Rat Lot Lo Lok Lt

1/5/2009 CPLN 2338

REVISED November 9,2012
ESPCP GENERAL NOTES:

The escape of sediment from the site shall be prevented by the installation of erosion and sediment
control measures and practices prior to, or concurrent with, land disfurbing actfiviiies.

Eroslon and sedimentation control measures will be maintalned at all fimes. If full implemeniation of the

approved plan does not provide for effective erosion confrol, additional erosion and sediment confrol
measures shall be Implemented fo confrol or freat the sediment source.

PLAN ALTERATIONS

This Erosion Sedimentation and Pollution Confrol Plan (ESPCP) s provided by the Department. it
addresses the staged construction of the project on the basis of common construction methods and
fechniques. If the Confractor elects fo alfer the staged construction from that shown In the plans or
utllize construction techniques that render this plan Ineffective,the Contractor shall revise the

plans In accordance fo Special Provision 16/ of The confract.

The Contractor,the Certlfied Design Professional,and WECS shall carefully evaluate This plan

prior fo commencing land-dlsturbing activities. A major modification or deletion of structural
BMP’s with a hydraullc component requires a formal revision of the ESPCP and the slgnafure of a
GSWCC level-li-certified design professional. Additlonal BMFP’s may be added per Special

Provision 16/ - Confrol of Soll Erosion and Sedimentation.

TEMPORARY MULCHING

EPD General Permit GAR 100002 states that *Any disturbed area left exposed for a period gredfer
than 14 days shall be stabliized with mulch or femporary seeding. However,the Depariment

typlcally requires disturbed areas to be stabllized every 7 days. The construction documents,
speclal provisions,or spscifications may require mulching more offen than 7 days.

VEGETATION AND PLANTING SCHEDULE

All tfemporary and permanent vegetative practices Including plant specles, planting dates, seeding
fertilizer,liming and mulching for this project can be found In section rO0 of the current
edition of the Department’s Standards Specifications (or speclial provisions) and other applicable
contract documents,or landscaping plans.

SEQUENCE OF MAJOR ACTNITIES

The Confractor Is responsible for developing the construction schedule for the project. The
construction schedule for this project shall be submitted after the project Is awarded with the NOI.
A copy of the construction schedule shall be maintained af the project site.

The project budget Includes suffclent funds for the payment of construction exlts.
The Contractor Is responsible for establishing at least one (/) construction exit per
the specifications of the constrcution exlt detfall included In this ESPCP.To facllltate
pro ject loglstics,the Confractor Is also responsible for selecting the location(s) of

the construction exii(s).

Stage 1A: Work In this stage Includes clearing and grubbing. Malntaln traffic on existing roadway.
A.Initial BMPs: Install the following BMPs prior to construction
l.Install perimefer siif fence as shown on the Stage IA plans prior fo
clearing and grubbing operations.
2.1nstall difch checks on existing ditches as shown.
B.Infermediate BMPs:
l.Install mulch and temporary seeding,
C.Flnal BMPs: N/A

Stage I: Construct proposed roadway and bridge.

Grade all slopes along the Left (South) side of the project fo final condifion.
A.Inltial BMPs: N/A
B.Infermediate BMFs: While earthwork Is progressing do the following:
I.Ad Just perimeter silt fence as dralnage structures are being Installed.
2.Construct and mantain silt gafes fo drainage structures and pipe
oulets where shown In Stage |.
3.Place storm drain outlet profection at pipe ouffalls constructed In Stage | as shown In plans.
4. Install mulch,femporary seeding,and permanent seeding where needed along projects cuf and
flll slopes.
5.Install ditch checks as shown In plans.
6./nstall mat and blankets on slopes steeper than 2.0:l.
C.Final BMPs: As soon as flnal grade has been established In any area of the project Install the
following:
I. Permanent grassing
2.Channel lIning.

Stage 2: Construct tie-Ins at each end of the project.Obliferate existing pavemeniellgs;
SR 90 as shown In plans.Grade difches along the Right (north)) side of \ygeleso/
condltion and grade exlsting roadbed fo drain.

A.Initial BMPSs:

I.Construct temporary dlversions.

B.Intermediate BMPs:While earttwork Is progressing do the following:

I.Ad Just perimeter slit fence as dralnage structures are being Installed.
2.Construct and mantaln Inlet slit gates af dralnage structures and plpe
oulets where shown In Stage 2.

3.Place storm draln outlet protection at pipe outfalls constructed In Stage 2 as shown In plans.

4. Install mulch, temporary seeding,and permanent seeding where needed.

5.Install ditch checks as shown In plans.

6.Install mat and blankets on slopes steeper than 2.0:l.

C.Flnal BMPs: As soon as flnal grade has been established In any area of the project Install the following:
I. Permanent grassing
2.Channel IIning.
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Install perimefer and sediment storage BMFP’s

Clearing & Grubblng Activities: Install Temporary
Mulch, Gassing and other BMP’s as required.

UtliTty Relocation Activities: Install Temporary
Mulch, Gassing and other BMP’s as required.
Road Construction, Bridge Construction,& Final Grading:
Install Temporary Mulch,Gassing and other BMF’s as
requlred.nstall Permanent BMP's as required.

< The confractor Is fo perpare and submit a detall proJect fimeline to the Project
Engineer per GDOT specifications.

PETROLEUM STORAGE,SPILLS AND LEAKS

These plans expressly delegate the responsibility of on-site hazordous material fo the Confractor.T he
Contractor shall at @ minlmum provide and actlon plan and keep the necessary materials on site for the
capture,clean up,and dlsposal of any pefroleum product,or other hazardous material,leaks or spills
assoclated with the servicing,refuellng or operation of any equipment ufllized daf the sife. A copy of fhe
action plan shall be submitted to the Project Engineer and malntalned on the project site. All personnel
operating or servicing equipment shall be famillar with the action plan. The Confractor shall nof park,
refuel,or maintaln equipment within stream buffers.

If the Contractor elects to store petfroleum products on site,the Confractor shall prepare an ESPCP
addendum that addresses the addltional BMP’s needed for onsite storage and splll prevention for
petroleum products. This plan shall be prepared by a Cerfified Design Professional as required by
GARIO0002 for Inclusion with these plans.The confractor’s daffention Is specifically directed fo
Sfanlqard Specification 107-Legal Regulations and Responsibilify fo the public for additional
requlrements.

PRIMARY PERMITTEE: 24 _HOUR CONTACT:

GEORGIA DOT
ONE GEORGIA CENTER

600 WEST PEACHTREE ST Name
ATLANTA GA 30308
PHONE:  (404) 631-1990 —

Contractor shall complete the Information In this box.
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